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SYMPHONY IMPLANT

Symphony implant a product of UNIdental.Co.,Ltd company.UNIdental
Develops and produces implant system more than 20 years.

UNIdental.Co.,Ltd Develops and produces a product with the motto of providing ’,’

the best products and services by R&D professionals who have worked for \\@
research, development, and production of dental products and UN'denta|
Implant-related areas Sincs 2002.
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I

SYMPHONY IMPLANT

Considering the positive feedback from Dentists all over the world, Symphony Implant is trying to attracts
representatives all over the world. So far, Symphony implant has representatives in more than 18 countries.
Countries such as Vietnam, Thailand, China in Asia, Uzbekistan, Kazakhstan in Central Asia, and Russia,
Turkey, and Hungary in Europe have Symphony Implant agents. In the Middle East, the  countries of Iraq,
Jordan, and the United Arab Emirates are the representatives of Symphony Implant. Recently we have had a
Successful start in America, Argentina, and Mexico.

AMERICA MIDDLE-EAST EUROPE CiIS ASIA
- Mexico - IRAQ - TURKEY - UZBEKISTAN - VIETNAM
- Argentina - JORDAN - HUNGRY - RUSSIA - CHINA
- UAE - BULGARIA - KAZAKHSTAN - THAILAND
- SAUDI ARABIA - ESTONIA
- LEBANON - LITHUANIA
- UKRAINE
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UNIdental R&D

Due to the high variety of implant products and the speed of
development of this industry in the world, UNIdental's research
and development department is one of the most important
departments of UNIdental company, which is under the supervi-
sion of specialists in surface engineering, materials, biology, as
well as prominent dental specialists, including a group of oral
and maxillofacial surgeon as well as periodontology specialists
and prosthetics from Prominent universities in the world are
working hard to improve the products as well as to develop and
expand the dental implants of UNIdental company.

One of the most important needs in medical and biological products is to take advantage of the expertise and the
needs of dental experts to create products according to the needs of the dental community according to the
needs of this group. UNIdental research and development specialists are regularly updating this knowledge
based on the standard criteria of this field.

SYMPHONY Packaging

In the packaging of SYMPHONY products, all diameters are separated based on colors.

All the specifications are listed on the packaging, which can also be seen in the picture below.

—% - UDI {barcode)

—_ E = Expire Date

Pp— ﬂ = Production Date

=
LOT - LOT number =ymphony - symphany Lago
REF - Product size & code ——— (€ - Notified bedy of CE REF - Product size & code

% - UNIDENTAL Logo

@ = Hexagonal Connection —

e
IS0 - Notified body of 150

— % m - Colure Code
[EDYA - Notified body of FDA




Platform Switching

Help prevent crestal bone loss increase
the volume of soft tissue

Connection
the advanced conical hex connection between the fixture and
abutments causes a decrease in bone loss &
< screw loosening

Morse & HEX
The single platform of prosthetic procedures with
11° degree in morse tapper and 2.5 hex diameter

ALY
¢
Tapper Design
Tapper design help for primary stability & faster
insertion while bone structure
N
¢
SLA surface
Surface of fixture is SLA
(Sandblasting with Large grit and Acid etching)
<
¢

Cutting edge
Cutting edge increase
efficiency of implant in all bone types

.\
¢
Double Thread
Increase bone to implant contact & Enable bone
condensing properties & highest primary stability
]
Y
APEX
The round apex reduces the risk of tissue damage, es#ecially

when placing the implant into maxillary sinus li

)




SYMPHONY S.L.A surface feature

The surface treatment of SYMPHONY implants is S.L.A (Sandblasting with
Large grit and Acid etching). This surface treatment technology causes:

e Higher BIC (Bone to Implant Contact)
e Faster and Stronger Osseointegration

Optimal surface through Acid etching Ideal surface RA 2.0~3.0umm

e More 45% surface area than RBM
e More than 20% enhanced activation of Osteoblast & Bone formation
than RBM

Superior Osseointegration In-vivo experiment [mini-pig]

Enhanced 45% of early fixation against RBM
Enhanced 20% of new bone formation against RBM [BIC, 4wks]

¢ Macropore and Micropore of Titanium Oxide layer Mimicking the
etched enamel rod of tooth
e Uniform distribution of roughness on whole length of fixture

¢  Hydrophilic wettability activated with rinsing solution

roughness analysis of SYMPHONY fixture
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Platform diameter

Fixture

Optimized Design for ANY SURGERY

« Simple surgical protocol helps reduce chair time

+ Stabilized in use to Extraction Socket

» Enables Early Loading in upper posterior

Dual & Deep Thread

» Enhancing initial stability from deeply designed Thread

< Dual thread enables Fast insertion

Tapered Design

+ Similar design of natural tooth

+ Proper load distribution harmonized with anatomy
body diameter

Surgery Speed & Tourge

. Coding Sample: US1-4008
« Fordrilling use : 800-1200 Rpm / 30-40 N

« For fixture insertion : 30 Rpm / 30-40 N
Hexagon All Fixture's size have 2.5 Hex Diameter

2.5

|Platform¢3.6 Code  US1-3607B  US1-3607  US1-3608  US1-3610  US1-3612  US1-3614
Body @ 3.8 L 7B 7 8 10 12 14

AN N

I Platform g 4.0 Code US1-4007B US1-4007 US1-4008 US1-4010 US1-4012 Us1-4014
Body @ 3 8 L 7B 7 8 10 12 14

RN E N

Symphony 1| Fixture/ Cover Screw 2
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I Platform ﬂ 4 5 Code US1-4507B  US1-4507 US1-4508 US1-4510 US1-4512 US1-4514
Body @ 4 3 L 7B 7 8 10 12 14

vV 0y

I Platform g 5.0 Code US1-5007B  US1-5007 US1-5008 US1-5010 US1-5012 US1-5014
Body @ 4 8 L 7B 7 8 10 12 14

v vV ¥y

I Platform @ 6.0 Code  US1-6007B  UST-6007  US1-6008  US1-6010  US1-6012
Body B4.8 L 7B 7 8 10 12

B I

I Platform g 7 0 Code US1-7007B Us1-7007 US1-7008 Us1-7010 Us1-7012
Body @ 5 8 L 7B 7 8 10 12

et!li

Cover Screw

Code Pic.

- Using a 1.28 Hex driver

- Recommended torque for fastening : < 5Ncm US1CS-36 —\

° Packaging and ordering: It is embedded in the upper part of the , '
Fixture and for ordering use US1CS code with the desired size g

* Scale of picis 1:1.5mm US1CS-36

Symphony 1| Fixture/ Cover Screw 3



Healing Abutment

Using a 1.28 Hex driver

Recommended torque for fastening: < 5Ncm
Packaging and ordering : There is one piece in the package and
to order use USTHA code with the desired size

Scale of picis 1:1.5mm

LR

Coding Sample: USTHA-554070

. Code G/H H Pic.
| Diameter 0 4.0
USTHA-402020 2 20 l —————————
""""" : H70
G/H
USTHA-402035 2 3.5 4.0 { 777777777 ' 7777777
USTHA-403050 3 50 g
H
USTHA-404070 4 70

USTHA-404070

] G/H "
| Diameter @ 4.5 code . 5
USTHA-452020 2 2.0 I ,,,,,,,,
G/H| H70
USTHA-452035 2 35 | ! y
USTHA-453050 3 - !
:
USTHA-454070 4 70

USTHA-454070

(]

| Diameter 5.5 Code G/H H Pic.

USTHA-552020 2 2.0 . '
rrrrrrrr H7.0
G/H

USTHA-552035 2 35 4407J 7777777777777777
USTHA-553050 3 50 -
USTHA-554070 4 70

USTHA-554070

Symphony 1| Healing Abutment



| Diameter 9 6.5

| Diameter 0 7.5

| Diameter 0 8.5

| Diameter @ 9.5

Symphony 1 «\\\\\‘ll

Code G/H H Pic.
USTHA-652020 2 20 .
- H7.0
USTHA-652035 2 35 G/H ]
USTHA-653050 3 5.0 -
E
USTHA-654070 4 7.0 .
USTHA-654070
Code G/H H Pic.
USTHA-752035 2 35
G/H { = . H50
USTHA-753050 3 50 30 | N
:
USTHA-753050
Code G/H H Pic.
USTHA-852035 2 35 T
G/H | = H50
USTHA-853050 3 50 3.0 N VVVVVVVVVVVVVVVVVVVVV
3
3
H
USTHA-853050
Code G/H H Pic.
USTHA-952035 2 35 [ |
anl ____ I
/H { :
USTHA-953050 3 50 3.0 1N |

USTHA-953050

Symphony 1 | Healing Abutment



§ymphony1
Prosthetic Procedurel

Temporary CCM Dual Angled
Abutment Abutment Abutment Abutment
Hex/Non-Hex Hex/Non-Hex Hex/Non-Hex Hex/Non-Hex

US1TA-4515H US1CA-5010H US1DA-4725H USTAA-451525H

|
|

DL

P14 P 08-10 P12-13 =

P14

Lab
Analog

USTLA-SE

P15

Impression Coping

Impression Coping
Transfer/Closed

Pick-up/Open

§ |
I
USTIC-P65TTHS
¥

USTIC-P651THS

6

Symphony 1| Prosthetic Procedure I

P16 ] P17 r
Cover Healing
Screw Abutment .
i
US1CS-36 g USTHA-454070
: f
P03 P04

Fixture
Level

US1-4008

P 02- 03




§ymphony1
Prosthetic Procedure 11

Multi CCM Multi - Multi
Temporary Abutment Straght e % Angeld » ]
Abutment Abutment f Abutment
Hex/Non-Hex Hex/Non-Hex [
USTMT-4815H USML-48 US1DA-4725H 3 ; USTMA-481710H
P19 P14 ) P18 3 P18
Multi

Analog l

USTMC-4815H

- — —
S

P19
Multi
Impression 1
Coping .
USMI-P4811 ‘
P20
Cover Healing
Screw Abutment i
| -
US1CS-36 USTHA-454070
P02 g P04 £
Fixture
Level
US1-4008
P 02-03

Symphony 1| Prosthetic Procedure IT 7



Dual Abutment
Hex

+ Use for making general cemented type prosthetic
» Gold coated for aesthetic effect

* 11° taper connection

* Using a 1.28 Hex driver

- Recommended tourge for fastening : < 30Ncm

. Packaging and order : There are two pieces in the package (abutment with screw).

and for order use US1DA code with the desired size

Available in both hex and non-hex

. Scale of picis 1:1.5mm

| Diameter @ 4.5 Code

G/H e e—

Diameter (@)

Coding Sample : US1DA-5725H

G/H H Pic.
USTDA-4510H 1.0 55 Im
H55
USTDA-4515H 1.5 5.5
G/H 1 A~ 4
USTDA-4525H 25 5.5 251 e
a0
US1DA-4535H 35 59 US1DA-4525H
Hex
USTDA-4545H 45 5.5
USTDA-4555H 5.5 5.5
USTDA-4715H 15 20
H70
USTDA-4725H 2.5 7.0
G/HT
USTDA-4735H 3.5 7.0 o5 | | il
)
USTDA-4745H 45 7.0
US1DA-4725H
Hex
USTDA-4755H 55 7.0

Symphony 1| Dual Abutment / Hex
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(]
| Diameter @ 5.5 Code oH H pic.
USTDA-5415H 15 4.0 . JHM
USTDA-5425H 2.5 4.0 G/H 1 / it
250 |
USTDA-5435H 3.5 4.0 &l
US1DA-5425H
USTDA-5445H 4.5 4.0 Hex
USTDA-5455H 55 4.0
US1DA-5515H 15 55 :
H55
USTDA-5525H 2.5 5.5 _ ;
US1DA-5535H 3.5 5.5 254 | |
i 0]
US1DA-5545H 4.5 5.5 USTDA-5525H
Hex
US1DA-5555H 5.5 5.5
USTDA-5715H 15 70
H7.0
US1DA-5725H 2.5 70
US1DA-5735H 3.5 7.0 orH T —
2.5 — |
USTDA-5745H 4.5 7.0 =y
USTDA-5725H
US1DA-5755H 55 70 Hex
(]
| Diameter @ 6.5 Code orm H pic.
USTDA-6415H 15 4.0 I """ (,.,4,0
I
G/H 17 R
USTDA-6425H 2.5 4.0 o I'N I.
=0
USTDA-6435H 3.5 4.0
USTDA-6425H
UST1DA-6445H 45 4.0 Hex
USTDA-6455H 5.5 4.0
USTDA-6515H 15 5.5
USTDA-6525H 2.5 55
USTDA-6535H 3.5 55
USTDA-6545H 45 5.5
USTDA-6525H
USTDA-6555H 5.5 55 Hex

Symphony 1 | Dual Abutment /Hex 9



Dual Abutment .
Non-Hex R

........ = e - - - - &- -
« Use for making general cemented type prosthetic
* Gold coated for aesthetic effect G/H
© 11°taperconnection e 3 .
* Using a 1.28 Hex driver
- Recommended tourge for fastening : < 30Ncm
. Packaging and order : There are two pieces in the package (abutment with screw).
and for order use USTDA code with the desired size : I:
. Available in both hex and non-hex : Diameter (2)

. Scale of picis 1:1.5mm

Coding Sample : UST1DA-4525N

|Diameter @ 4.5 Code oM H pic.
USTDA-4510N 1.0 55  wm
H5.5
USTDA-4515N 15 5.5
G/H =4
USTDA-4525N 25 5.5 251
US1DA-4535N 35 55
USTDA-4525N
Non-Hex
USTDA-4545N 45 5.5
USTDA-4555N 5.5 5.5
US1DA-4715N 15 7.0
USTDA-4725N 25 7.0 H70
US1DA-4735N 35 7.0 %/1-5' S
USTDA-4745N 45 7.0
USTDA-4725N
USTDA-4755N 5.5 7.0 Non-Hex

10 Symphony 1| Dual Abutment / None Hex
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| Diameter @ 5.5 Code GH  H pic.
USTDA-5415N 15 40 o
| | H4.0
USTDA-5425N 25 40 om !
2.5 3
USTDA-5435N 35 40
US1DA-5425N
US1DA-5445N 4.5 4.0 Non-Hex
USTDA-5455N 55 40
USTDA-5515N 15 55
USTDA-5525N 25 5.5 S
G/H ] -7 I
USTDA-5535N 35 55 25|
USTDA-5545N 45 55
US1DA-5525N
USTDA-5555N 55 55 Non-Hex
USTDA-5715N 15 70
USTDA-5725N 25 7.0
USTDA-5735N 35 70
USTDA-5745N 45 7.0
USTDA-5755N 55 70 USTDA-5725N
Non-Hex
| Diameter @ 6.5 Code oH  H pic.
USTDA-6410N 1.0 T :
I JH4.0
USTDA-6415N 15 40 G/H,,J,,,,, L
251
USTDA-6425N 25 40 f
USTDA-6435N 35 40 USTDA-6425N
USTDA-6445N 45 40
USTDA-6455N 55 40
USTDA-6510N 10 55
USTDA-6515N 15 55
USTDA-6525N 25 55
USTDA-6535N 35 55
US1DA-6525N
Non-Hex
USTDA-6545N 45 55
USTDA-6555N 55 55

Symphony 1 | Dual Abutment /None Hex 11
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Angled Abutment

Hex & Non-Hex

« Use for the path adjustment of prosthetic

+ Gold coated for aesthetic effect

* 11° taper connection

« 2 Kinds of angulations, 15° and 25°

« Using a 1.28 Hex driver

+ Recommended tourge for fastening : < 30Ncm

« Packaging and order : There are two pieces in the package (abutment with screw).

and for order use USTAA code with the desired size

« Scale of picis 1:1.5mm

| Diameter @ 4.5

|
'
'
|
|
'
'
|
|
'
'
I
|

' Diameter ()

IS

G/H

Coding Sample : UTAA-551525H

Angled 15°

| Diameter @ 5.5

Angled 15°

Symphony 1| Angeld Abutment / Hex & None Hex

Code G/H Connection Type Pic.
USTAA-451515H 1.5 Hex
USTAA-451515N 1.5 Non-Hex
USTAA-451525H 2.5 Hex "G/H
,,,,,,,, 2.5
USTAA-451525N 2.5 Non-Hex =
US1AA-451525H
USTAA-451535H 3.5 Hex Hex
USTAA-451535N 3.5 Non-Hex
Code G/H Connection Type Pic.
USTAA-551515H 1.5 Hex
USTAA-551515N 1.5 Non-Hex
USTAA-551525H 2.5 Hex
USTAA-551525N 2.5 Non-Hex
US1AA-551525H
USTAA-551535H 35 Hex Hex
USTAA-551535N 3.5 Non-Hex




Symphony 1 «\\\\\‘I

I Diam eter g 4.5 Code G/H Connection Type Pic.
o
Angled 25 USTAA-452515H 1.5 Hex
USTAA-452515N 1.5 Non-Hex
USTAA-452525H 2.5 Hex i
USTAA-452525N 2.5 Non-Hex
US1AA-452535H 35 Hex US1AA;1‘;§2525H
USTAA-452535N 3.5 Non-Hex
I Diameter ﬂ 5 .5 Code G/H Connection Type Pic.
Angled 250 USTAA-552515H 1.5 Hex
USTAA-552515N 1.5 Non-Hex
USTAA-552525H 2.5 Hex |
USTAA-552525N 2.5 Non-Hex
USTAA-552535H 3.5 Hex US1AA-;52525H
Hex
USTAA-552535N 3.5 Non-Hex

Symphony 1 Angeld Abutment / Hex & None Hex 13



Temporary Abutment ——

« Using a 1.28 Hex driver

- Recommended torque for fastening : < 30Ncm G/H T

« Packaging and order : There are two pieces in the package

(abutment with screw). and for order use USTTA code with the desired size
- For making provisional restoration
« Available in both hex and non-hex Coding Sample : USTTA-4515H

- Scale of picis 1:1.5mm

H Code G/H Connection Type Pic.
Diameter @ 4.5 P
USTTA-4515H 1.5 Hex
USTTA-4515N 1.5 Non-Hex
G/H -y
1.5
=]
US1TA-4515H
Hex

CCM Abutment

(Cobalt Chromium Molybdenum)

* Using a 1.28 Hex driver
+ Recommended torque for fastening: < 35Ncm
« Packaging and order : There are two pieces in the package
(abutment with screw). and for order use USTCA code with the desired size
- Available in both hex and non-hex
- Melting temperature of CCM : 1300~1400°c

. Scale of picis 1:1.5mm

G/H 1

Coding Sample : US1CA-4510H

D i am eter ﬂ 4. 5 Code G/H Connection Type Pic.
US1CA-4510H 1.0 Hex DiamztSer (9)
US1CA-4510N 1.0 Non-Hex
G/ H IS
1.0

US1CA-4510H

Hex
14 Symphony 1| Temporary Abutment / CCM Abutment
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Ti-base Abutment
for Cerec

- Packaging and order : There are 3 pieces in the package

- (Ti-Base, Screw and scan body in non-sterile.). and for order use US1TB code
with the desired size
- Non-sterile.

'
'
'
'
|
'
'
'
'
I
'
'
'
|

- Single use only.
- Mesostructure can be adhere on the Ti-Base.  Diameter (@) |

- The adhesive parts fixed on the implant with screw in the patient’s mouth.

- The scan body is only for scanning the implant position to create the design. Coding Sample : USTTB-4546RN-L
. Ti-Base has various forms that compatible with each implant system.

- Scale of picis 1:1.5mm

Code Diameter(0) H Connection Size Pic.
USTTB-3546RN-L 3.5 4.6 RN
| ?
US1TB-4546RN-L 4.5 4.6 RN : gf
UST1TB-5746RN-L 57 4.6 RN

Scan Body US1TB-4546RN-L Screw
Hex

Lab Analog

- Replicates the fixture |
- Packaging and order : There is one piece in the package and for order use
USTLA code with the desired size H

« Scale of picis 1:1.5mm

Coding Sample : USTLA-SE

| Diameter @ 4.5 Code H pi.

USTLA-SE 12

H12

US1LA-SE

Symphony 1 Lab Analog / Ti-base Abutment 15
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Impression Coping

Pick-up

« Using a 1.28 Hex driver

- Recommended torque for fastening: < 5Ncm

« Packaging and order : There are two pieces in the package

(impression with guide pin). and for order use USTIC code with the desired size

. pick-up : Used for open tray technique

- Scale of picis 1:1.5mm

| Diameter @ 4.0
Pick-up

| Diameter @ 4.5
Pick-up

| Diameter @ 5.5
Pick-up

| Diameter @ 6.5
Pick-up

Symphony 1 | Impression Coping

Coding Sample :US1IC-P4015NL

Ll ol

meE———

Code H Connection Type Screw Size Pic.
USTIC-P401THS m Hex Short
. H21
USTIC-P40TINS 1 Non-Hex Short i
USTIC-P4015HL 15 Hex Long -
US1IC-P4015NL 15 Non-Hex Long US1IC-P4015NL
Non-Hex
Code H Connection Type Screw Size Pic.
USTIC-P4511HS 11 Hex Short
"
T H21
USTIC-P4511NS 11 Non-Hex Short r
USTIC-P4515HL 15 Hex Long -
US1IC-P4515NL 15 Non-Hex Long US1IC-P4515NL
Non-Hex
Code H Connection Type Screw Size Pic.
USTIC-P5511HS 11 Hex Short
3 H21
USTIC-P5511NS 11 Non-Hex Short I
USTIC-P5515HL 15 Hex Long -
USTIC-P5515NL 15 Non-Hex Long US1IC-P5515NL
Non-Hex
Code H Connection Type Screw Size Pic.
USTIC-P65TTHS 1 Hex Short !
e H21
USTIC-P65TINS il Non-Hex Short s
USTIC-P6515HL 15 Hex Long ¥ B
USTIC-P6515NL 15 Non-Hex Long US1IC-P6515NL

Non-Hex



Impression Coping

Transfer

Using a 1.28 Hex driver
- Recommended torque for fastening: < 5Ncm

- Packaging and order : There are two pieces in the package

(impression with guide pin). and for order use US1IC code with the desired size

transfer : Used for Closed Tray (Transfer) technique

Scale of picis 1:1.5mm

Coding Sample : US1IC-T4015NL

Symphony 1 ¢\\\\\ﬂ

I D " am et er g 4 0 Code H Connection Type Screw Size Pic.
L]
Transfer USTIC-T401THS 1 Hex Short =
]
]
USTIC-T401TNS 11 Non-Hex Short H15
USTIC-T4015HL 15 Hex Llong =
USTIC-T4015NL 15 Non-Hex Long USTIC-T4015NL
Non-Hex
I D ia m ete r g 4. 5 Code H  Connection Type Screw Size Pic.
5T
TranSfer USTIC-T451TTHS 11 Hex Short ]
! H15
USTIC-T451TTNS 11 Non-Hex Short
USTIC-T4515HL 15 Hex Long gy
USTIC-T4515NL 15 Non-Hex Long US1IC-T4515NL
Non-Hex
I D ia m ete r g 5 . 5 Code G/H Connection Type Screw Size Pic.
.
TranSfer USTIC-T551THS 11 Hex Short i
E H15
USTIC-T55TINS 11 Non-Hex Short l'
US1IC-T5515HL 15 Hex Long ]
1
USTIC-T5515NL 15 Non-Hex Long US1IC-T5515NL
Non-Hex
I D i a mete r g 6 5 Code G/H  Connection Type Screw Size Pic
L ]
]
Transfer USTIC-T65T1HS 7 Hex Short :
"l H15
USTIC-T651INS 11 Non-Hex Short 7
USTIC-T6515HL 15 Hex Long 1’ """"
USTIC-T6515NL 15 Non-Hex Long US1IC-T6515NL

Non-Hex

Symphony 1| Impression Coping 17



Diameter (@)

Multi Straight Abutment o0 .

Using a delivery holder

Recommended torque for fastening : < 30Ncm

Packaging and order : There are two pieces in the package (abutment with screw).
and for order use USTMA code with the desired size

WP ePd

AAAAAA

Scale of picis 1:1.5mm

USTMA-4810N

Diameter g 4.8 Code G/H Connection Type caﬁ,’,‘;‘;’{',-o,, Pic.
USTMA-4810N 1.0 Non-Hex Hex
USTMA-4820N 2.0 Non-Hex Hex g LI g/g
USTMA-4830N 3.0 Non-Hex Hex |
USTMA-4840N 4.0 Non-Hex Hex =
USTMA-4850N 50 Non-Hex Hex i

USTMA-4810N

Multi Angled Abutment oaneee)

Using a delivery holder i

Recommended torque for fastening : < 30Ncm

Packaging and order : There are two pieces in the package (abutment with screw). -

and for order use USTMA code with the desired size
Scale of picis 1:1.5mm
2 Kinds of angulations, 17° and 30°

Coding Sampling :USTMA-4825N

Code G/H Connection Type COg:)%vg?ion Pic.

Diameter @ 4.8
Aﬂg led 17° USTMA-481710H 1 Hex Non-Hex M

USTMA-481720H 2 Hex Non-Hex

USTMA-481730H 3 Hex Non-Hex

USTMA-481740H 4 Hex Non-Hex

USTMA-481710H

Diameter ﬂ 4.8 Code G/H Connection Type COE,',%'ZZM Pic.
Angled 30° USTMA-483010H 1 Hex Non-Hex DO 48,

USTMA-483020H 2 Hex Non-Hex

USTMA-483030H 3 Hex Non-Hex

USTMA-483040H 4 Hex Non-Hex

USTMA-483010H

18 Symphony 1| Mult Straight abutment / Multi Angel abutment
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Multi Temporary Abutment

. Usinga 1.28 Hex driver
. Recommended torque for fastening: = 30Ncm
. Packaging and order : There are two pieces in the package (abutment with screw).
and for order use USTMT code with the desired size
* For making provisional restoration
* Available in both hex and non-hex ‘ D (©@)

* Scale of picis 1:1.5mm

USTMT-4815N

I D ia meter g 4.8 Code G/H Connection Type Pic.

USTMT-4815H 1.5 Hex
USTMT-4815N 1.5 Non-Hex

USTMT-4815N
Non-Hex

Multi CCM Abutment

(Cobalt Chromium Molybdenum)

- Using a 1.28 Hex driver

- Recommended torque for fastening : < 20Ncm

- Packaging and order: There are two pieces in the package (abutment with screw).
and for order use USTMC code with the desired size \
Available in both hex and non-hex !

« Scale of picis 1:1.5mm
D (9)
USTMC-4815N

. Code G/H Connection Type Pic.
| Diameter @ 4.8
USTMC-4815H 1.5 Hex
USTMC-4815N 1.5 Non-Hex
\.lemis

USTMC-4815N
Non-Hex

Symphony 1 | Multi Temporary abutment / Multi CCM abutment 19
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Multi-unit Impression Coping

* Using a 1.28 Hex driver

* Recommended torque for fastening : < 5Ncm

+ Packaging and order: There are two pieces in the package (impression with guide pin).
and for order use USMI code with the desired size

= Scale of picis 1:1.5mm

| Diameter @ 4.8 Code rpe 8

Coding Sample : USMI-P4811

Pic.

USMI-P4811 Pick-Up m

Multi-unit LAB Analog

- Lab Analog for Multi Abutment

. Packaging and order : There is one piece in the package and for order use
USML code with the desired size

. Scale of picis 1:1.5mm

{ H1

USMI-P4811

!

Coding Sample :USML-48

Code Diameter(0) Pic.
USML-48 48 i.
USML-48

Symphony 1| multi-unit impression Copieng / Multi- unit LAN Analog



Ball Abutment

. Retains overdenture with O-ring system
. Recommended torque for fasting : 30Ncm

« Scale of picis 1:1.5mm

| Diameter @ 3.5

Symphony 1 i

Coding Sample : US1BA-3550

Ball Attachment

- Packaging : There are two Pisces in the Package housing or retainer with o-ring

° Scale of picis 1:1.5mm

| Diameter @ 5.0

Code G/H Pic.
USTBA-3500 0
US1BA-3610 10 —
USTBA-3520 20
US1BA-3530 3.0 -
US1BA-3540 4.0
US1BA-3550 50

US1BA-3550
Coding Sample : USTOR-50

Code Type Pic.
US1BC-50 Housing
USTRT-50 Retainer ig_.
UST0R-50 0O-Ring =

Symphony 1 | Ball Abutment / Ball Attachment 21



ll‘\\\\\v Symphony 1 bE)

Kerator Abutment e i

- Kerator abutment for overdenture.

- Recommended torque for fasting: < 5Ncm

-

= Scale of picis 1:1.5 mm

Coding Sample :US1KA-3760

| Diameter @ 3.7 Code om i,

US1TKA-3710

1.0 0@
USTKA-3720 0 , e—

GH '|

USTKA-3730 30 | !
USTKA-3740 40 ;
USTKA-3750 -
USTKA-3760 60 USTKA-3760

Kerator Attachment

. Components of kerator attachment
. Afull range of retentive males are included with each denture
cap to allow personalized retention for each specific patient

- Scale of picis 1:1.5mm

Coding Sample : US1KS
| Diameter @ 3.7 Code oM pic.
US1KS Kerator set
C £ 32 @R

22 Symphony 1| Kerator Abutment / Kerat or Attachment
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Fixture

Flowing and smooth neck design

+ Optimized for 1 stage surgery
= Optimal cuff design promotes fast tissue recovery

« Proper load distribution of prosthesis enhances success rate

S.L.A. Surface

« Excellent structure of Macro & Micro through
Proven process of Blasting & Etching
+ Fast osseointegration and predictable results

= World professional concede the performance
Internal Octa & 8° Taper Connection

+ Single prosthetic connection
= Applicable to all fixture size

|Body @ 3.3

Coding Sample : US2-4112RN18

Platform Diameter (@)

-

B‘ody Diameter (@)

Fixture Mount

Non-Sub
Octagon
System

Interchangeable with Octagon fixture

US2-3308RN18  US2-3310RN18  US2-3312RN18  US2-3314RN18

Platform RN @ 4.8 t
CollarH 1.8

I BOdy ﬂ 4.1 Code

US2-4107RN18

8 10 12 14
/'7 '

US2-4112RN18

-

r"? ¥

US2-4108RN18  US2-4110RN18 US2-4114RN18

Platform RN 4.8 L
CollarH 1.8

[ Body 9 4.8

Code US2-4807RN18 US2-4808RN18 US2-4810RN18

7

-

8 10 12 14

- ¢ pa— P

US2-4812RN18 US2-4814RN18

Platform RN 4.8 0
CollarH 1.8

Symphony 2 | Fixture

7

8 10 12 14

® ¢ E "



|Body 0 4.8

Platform WN @ 6.5
CollarH 1.8

|Body @ 3.3

Platform RN 4.8
CollarH 2.8

|Body 0 4.1

Platform RN 4.8
CollarH 2.8

|Body 0 4.8

Platform RN 4.8
CollarH 2.8

| Body 0 4.8

Platform WN @ 48
CollarH 2.8

Symphony 2 t\\\\\'

Code US2-4807WN18  US2-4808WN18  US2-4810WN18  US2-4812WN18

L 7 8 10 12

- - Fa—

-

Code US2-3308RN28  US2-3310RN28  US2-3312RN28 US2-3314RN28
L 8 10 12 14
3 7 5 3

i 0

Code US2-4107RN28 US2-4108RN28  US2-4110RN28

10 12 14

US2-4810RN28

US2-4112RN28 US2-4114RN28

L 7 8

— P

L

Code  US2-4807RN28 US2-4808RN28 US2-4812RN28  US2-4814RN28

L 7 8 10 12 14

Code US2-4807WN28  US2-4808WN28  US2-4810WN28  US2-4812WN28

L 7 8 10 12

- - - o m

Symphony 2 | Fixture 25
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Cover Screw

Flowing and smooth neck design

» Using a star driver

« Recommended torque for fastening: < 5Ncm

. Packaging and order : It is embedded in the upper part of the fixture
and for order use US2CS code with the desired size

» Scale of picis 1:1.5mm

| Diameter @ 3.5 Code

Diameter ()

Code Sample : US2CS-6015RN
RN Connection

| Diameter 6.0 Code

| Diameter 0 4.3 Code

H Connection Size Pic.
US2CS-3500RN 0 RN
US2CS-3500RN
H Connection Size Pic.
US2CS-6015RN 1.5 RN S
A 4
US2CS-6015RN
H Connection Size Pic.
US2CS-4300WN 0 WN

Symphony 2 | Cower Screw

US2CS-4300WN



Healing Abutment

Flowing and smooth neck design

Using a star driver

« Recommended torque for fastening : < 5Ncm

- Packaging and order : There is one piece in the package and for order

use US2HA code with the desired size
« Scaleof picis 1:1.5mm

Symphony 2 t\\\\\'

Diameter (@)

Code Sample : US2HA-5530RN
RN Connection

I D’ameter g 5°5 Code H Connection Size Pic.
US2HA-5520RN 2.0 RN
US2HA-5530RN 3.0 RN J H3.0
US2HA-5545RN 4.5 RN
US2HA-5560RN 6.0 RN USTHA-654070
US2HA-5580RN 8.0 RN

ID'ameter ﬂ 7 .2 Code H Connection Size Pic.
US2HA-7220WN 2.0 WN

H3.0

US2HA-7230WN 3.0 WN
US2HA-7245WN 4.5 WN

US2HA-7230WN

Symphony 2 | Healing abutment 27



Symphony 2
Prosthetic Procedurel

Temporary ; Cemented Solid Angled CCM
Abutment Abutment Abutment Abutment Abutment
US2TA-5010RN US2CM-3555R i US2SA-55RN US2AA-AT1555R0 US2CA-RO
P32 ] P30 f P30 P31 P37

Lab ﬁ‘
Analog

US2LA-RN J,
P35 ('
&
Pick-up il Transfer
Impression Impression
Coping Coping
US2IC-PRS US2IC-TRS
P34 P35 i
Cover T, Healing
Screw Se— Abutment
|
US2CS-6015RN g US2HA-5530RN r
P26 P27
Fixture 2
Level

US2-4112RN18

P 24-25

28 Symphony 2 | Prosthetic Procedure



Symphony 2
Prosthetic Procedure 11

Multi Multi CCM Multi Multi
Temporary Abutment Straght &M Angeld
Abutment Abutment ’,-, Abutment - ]
USTMT-4815H USML-48 USTDA-4725H | " USTMA-481710H
P37 P38 v P36 = P36
Multi AR
Analog I‘I
USTMC-4815H i
P37 !
Multi I
Impression ‘
Coping :
USMI-P4811 {
P38
Cover _m— Healing
Screw “e—»  Abutment
|
US1CS-36 = USTHA-454070 ]’
P26 P27 )
Fixture =
Level
US1-4008
P 24-25

Symphony 2 | Prosthetic Procedure 29
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Cemented Abutment

Flowing and smooth neck design

« Using a star driver

Abutments for cement-retained crowns and bridges

. Recommended torque for fastening: <30Ncm

. Packaging and order : There are two pieces in the package

(Abutment with screw). and for order use US2CM code with the desired size

« Scale of picis 1:1.5mm

| Diameter @ 3.5

Diameter ()

Coding Sample : US2CM-4355R
RN/Octa Connection

Code H Diameter(0) Pic.
US2CM-3555R 55 3.5 pramgier (0
US2CM-3540R 4.0 35 H55
i
US2CM-3555R
I D’ameter g 4'3 Code H Diameter (@) Pic.
US2CM-4355W 55 43 pramptsr @
H55
i
US2CM-4355W
Diameter (@)
Solid Abutment |
H
Coding Sample : US2SA-40RN
Code H Connection Size Diameter(9) Pic.
US2SA-40RN 4.0 RN 3.5
US2SA-55RN 5.5 RN 3.5 H40
US2SA-70RN 7.0 RN 3.5
US2SA-40WN 4.0 WN 4.3
US2SA-40WN
US2SA-55WN 5.5 WN 4.3

Symphony 2 | Cemented Abutment / Solid Abutment



Symphony 2 t\\\\\‘

Diameter (&)

Angled Abutment .

« Using a star driver

- 15°and 20° Angled Abutments for screw-retained

and cement-retained crowns and bridges

« Recommended tourge for fastening: < 30N cm

- Packaging and order : There are two pieces in the package

(Abutment with screw). and for order use US2AA code with the desired size

« Scale of picis 1:1.5mm

Coding Sample : US2AA-A1555W0
WN/Octa Connection

A Type B Type
. Connection Connection .
| Diameter @ 3.5 Coda e H gme " “Type pic.
Angled 15° US2AA-A1555R0 TypeA 55 RN Octa
Diameter (0)
US2AA-A1565R0 TypeA 65 RN Octa 35,
US2AA-B1555R0 Type B 55 RN Octa
US2AA-B1565R0 TypeB 65 RN Octa
US2AA-AT555WO TypeA 55  WN Octa US2AA-A1555R0
US2AA-B1555W0 Type B 55 WN Octa
. Code Type H Connection Connection pic.
| Diameter @ 3.5 Size  Type
o
Angled 20 US2AA-A2055R0 TypeA 55 RN Octa Diameter (2)
.35,
US2AA-A2065R0O Type A 65 RN Octa | i
H55
US2AA-B2055R0 Type B 55 RN Octa
US2AA-B2065R0 Type B 65 RN Octa

US2AA-A2055R0

Symphony 2 | Angled Abutment 31



Ti-base Abutment
for Cerec

» Package includes Ti-Base, Screw and Scan body in non-sterile.

» Non-sterile.

* Single use only.

* Meso structure can be adhere on the Ti-Base.

* The adhesive parts fixed on the implant with screw in the patient’s mouth.

* The scan body is only for scanning the implant position to create the design.

+ Ti-Base has various forms that compatible with each implant system.

Diameter (@)

Scan Body

Coding Sample : US2TB-4846RN

I D Iam eter g 4 . 8 Code H Connection Size Pic.
US2TB-4846RN 46 RN Diameter ()
IL H46
¥
US2TB-4846RN
I D i a mete r g 6 . 5 Code H Connection Size Pic.
Diameter (0)
US2TB-6546WN 4.6 WN 6.5

Temporary Abutment

Flowing and smooth neck design

- Using a star driver
- Recommended tourge for fastening: < 30N cm
« Packaging and order : There are two pieces in the package
(Abutment with screw). and for order use USTTA code with the desired size
- for making provisional restoration
- Scale of picis 1:1.5mm

US2TB- 6546WN

Diameter (@)

Coding Sample : US2TA-5010RN

Non-Octa
| Diameter @ 5.0 Code o Compection  Conpection pic.
US2TA-5010R0O 1 RN Octa(Crowns)
US2TA-5010RN 1 RN None(Bridges)
US2TA-5030RO 3 RN Octa(Crowns)
US2TA-5030RN 3 RN None(Bridges) US2TA-5030RN

32 Symphony 2 | Ti-base Abutment / Temporary Abutment

Non-Otca(Bridge)



CCM Abutment

(Cobalt Chromium Molybdenum)

« Using a star driver
+ Recommended torque for fastening: < 35Ncm
« Packaging and order : There are two pieces in the package

(Abutment with screw). and for order use US2CA code with the desired size

Available in both oct and non-oct

Symphony 2 t\\\\\‘

Diameter (@)

Coding Sample : US2CA-RO

- Scale of picis 1:1.5 mm RN/Octa
Code Connection Size Connection Type pic
Octa
US2CA-RO RN
Non-Octa
US2CA-RN RN
Octa
US2CA-WO WN ’
Non-Octa US2CA-RO
US2CA-WN WN RN/Octa

Octa Abutment

« Using a star driver

Coding Sapmple : US20A-RN

Code Connection Size Connection Type Pic.
US20A-RN RN Octa
US20A-WN WN Octa J
US20A-RN

Symphony 2 | CCM Abutment / Octa Abutment 33



Impression Coping

H
« Using a star driver
- Recommended torque for fastening: < 5Nem
« Packaging and order : There are two pieces in the package
(Impression with guide pin). and for order use US1IC code with the desired size
- Two type of impessions are avalible : open (pick-up) and close (transfer)
« pick-up : Used for open tray technique
. transfer : Used for Closed Tray (Transfer) technique
» Scale of picis 1:1.5mm
Code Type H Connection Size Pic.
-
US2IC-PRS Open Tray Type 10 RN )
H10
USs2Ic-PRS
Short RN (Open/Pick up)
Code Type H Connection Size Pic.
US2IC-PRL Open Tray Type 21 RN
H21
J
Us2ic-PRL
Long RN (Open/Pick up)
Code Type H Connection Size Pic.
US2IC-TRS Closed Tray Type 10 RN
US2IC-TRS
Short RN (Closed/transfer)
Code Type H Connection Size Pic
US2IC-PWS Open Tray Type 10 WN .ig... 4
l'-.-" H10
us2ic-Pws
Short WN (Open/Pick up)
Code Type H Connection Size Pic.
US2IC-TWS Closed Tray Type 10 WN

34 Symphony 2 | Impression Coping

US2IC-TWS

Short WN (Closed/transfer)
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Lab Analog

* The analog must be connected accurately when taking the impression.

Check it before snapping or screwing. A / '

+ Packaging and order : There is one piece in the package and for order
use US2LA code with the desired size
- Scale of picis 1:1.5mm

I D i ameter g 4 8 Code Connection Size Pic.

US2LA-RN RN ﬁ

US2LA-RN
I D Iam eter ﬂ 6 . 5 Code Connection Size Pic.
US2LA-WN WN ST,

4

US2LA-WN

Symphony 2 | Lab Analog 35



Multi Straight Abutment B

: )
« Using a star driver 4. ,,,,,,,,,
- Using a delivery holder I G/H
* Recommended torque for fastening : < 30Ncm |
- Packaging and order : There are two pieces in the package (abutment with screw). —4
and for order use US2MA code with the desired size §
©

Coding Sample : US2MA-4815N

i Connection Crown . .
I D’ameterﬂ 4-8 Code G/H Type Connection Driver Pic.
US2MA-4815N 1.5 Non-Octa Octa Star
US2MA-4825N 2.5 Non-Octa  Octa Star ' 'fl'

US2MA-4815N

. Diameter (@)

Multi Angled Abutment .

« Using a star driver G/H

« Using a delivery holder

« Recommended torque for fastening: < 30Ncm

« Packaging and order : There are two pieces in the package

(Abutment with screw). and for order use US2MA code with the desired size

« Scale of picis 1:1.5 mm

+ 2 Kinds of anglicisations, 17° and 30° Coding Sample : US2MA-4817200

| Diameter @ 4.8 Code Angied  GM  Comnection  Crown i
US2MA-4817200 17 2 Octa Non-Octa
US2MA-4817300 17 3 Octa Non-Octa I o0
US2MA-4830200 30 2 Octa Non-Octa !
US2MA-4830300 30 3 Octa Non-Octa US2MA-4817200

36 Symphony 2 | Multi Straight Abutment/ Multi Angled Abutment
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Multi Temporary Abutment

- Using a star driver

- Recommended tourge for fastening : < 30Ncm

. Packaging and order : There are two pieces in the package T o
(Abutment with screw). and for order use US2TA code with the desired size :

- For making provisional restoration

« Available in both oct and non-oct

- Scale of picis 1:1.5 mm

Coding Sample : US2MT-4815N

I Di am eter ﬂ 4. 8 Code G/H Connection Type Pic.

US2MT-4815H 1.5 Hex
US2MT-4815N 1.5 Non-Hex
N 1G/H15

US2MT-4815N
Non-Hex

Multi CCM Abutment

(Cobalt Chromium Molybdenum)

« Using a star driver
» Recommended tourge for fastening: < 20N cm \
» Packaging and order: There are two pieces in the package (abutment with screw).

and for order use US2MC code with the desired size

Coding Sample : US2MC-4815N

Available in both oct and non-oct

« Scale of picis 1:1.5mm

I Diameter ﬂ 4.8 Code G/H Connection Type Pic.
US2MC-4815H 1.5 Hex
US2MC-4815N 1.5 Non-Hex
\ _lemHis

US2MC-4815N
Non-Hex

Symphony 2 | Multi CCM Abutment / Multi CCM Abutment 37
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Multi Impression Coping

« Using a star driver
« Recommended torque for fastening : < 5Ncm
« Packaging and order: There are two pieces in the package
(Impression with guide pin). and for order use USMI code with the desired size

+ Scale of picis 1:1.5mm

Coding Sample : USMI-P4811

| Diameter 0 4.8 code e ) N
USMI-P4811 Pick-Up 1 T
{ H11
|
USMI-P4811

Multi Lab Analog

« Lab Analog for Multi Abutment
» Packaging and order : There is one piece in the package
and for order use USML code with the desired size

» Scale of picis 1:1.5mm

Coding Sample : USML-48

I Diameter ﬂ 4.8 Code Diameter(0) Pic.
USML-48 4.8 ‘l
I 1
USML-48

Symphony 2 | Multi Impression Coping / Multi Lab Analog
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ymphony Kits

| Symphony 1 Surgical kit

Bone Level Submerged Type
Stopper Kite
Used for Symphony 1 implant

| Symphony 2 Surgical kit

Tissue Level Non-Submerged Type
Stopper Kite
Used for Symphony 2 implant

Lorem ipsum

| Symphony All Surgical Kit

Universal Drills types
Stopper Kit
Universal Drivers Types

| Symphony Prosthetic Kit

Universal Drivers Types

Symphony 1| Surgical Drill Kit
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Symphony 1 Surgical Kit
Bone Level Submerged Type (Stopper Kit)

Bone Level Submerged Type
Stopper Kite
Used for Symphony T implant

Counter Sink Drill @3.6 S1-C36

Final Drill @ 3.6 S1-D36 Counter Sink Drill 4.0 S1-C40
Final Drill @ 4.0 S1-D40 Counter Sink Drill @4.5 S1-C45
Final Drill @ 4.5 S1-D45 Counter Sink Drill @5.0 S1-C50
Final Drill @5.0/6.0 S1-D50 Counter Sink Drill @6.0 S1-C60
..................... Final Drill @ 7.0 $1-D70 Counter Sink Drill @7.0 S1-C70 :
| £
£
- 4 =
l First Guide Drill @ 2.0 S1-D20
_"H_'_'. Second Guide Drill@ 2.6  S1-D26 Fixture Adapter H/p s S1-FAHP-S
Fixture Adapter H/p L S1-FAHP-L 0. —
ical Drill kit 5 H
Surgical il it 5 ® o __
Shont tong | s P
""""" B
|
. Fixture Ratchet Adapter S S1-FRA-S
Parallel Pin S1-PAP ey
\ ‘ Fixture Ratchet Adapter L S1-FRA-L '
i
i l
i '
i Drill Extension S-DE Ratchet Hex Driver/S 1.28  S1-RHD-128S b
' Ratchet Hex Driver/L 1.28  S1-RHD-128L -—--—--—-
. w MM Pl }l ]
! | ' |
: O Drill Stopper L6 S1-ST6 i — Il
'/ | MFPathPin  S1-PTP Drill Stopper L8 S1-ST8 J,LL
' Drill StopperL10 S1-ST10 Rachet 70N/cm  S1-R70N )
Drill Stopper L12 $1-ST12 Hex Driver H1.28 L26 S1-HDH128

Drill Stopper L14 S1-ST14

Symphony 1 | Surgical Kit a



P Symphony Kits

I Gu’de Dr”l Name Code Pic.
First Guide Drill @2.0 S1-D20 fr—
Second Guide Drill @2.6 S1-D26 L ;v-“u“'“*""“’
| Final Drill Name Code pic.
Final Drill 3.6 $1-D36 D=
Final Drill 94.0 $1-D40 i aaR
Final Drill §4.5 $1-D45 " 1

Final Drill §5.0/6.0 S1-D50 = 1
Final Drill @7.0 $1-D70 ety

I counter s"nk Name Code Pic.
Counter Sink Drill 23.6 S1-C36 i
Counter Sink Drill @4.0 S1-C40 fr——————
Counter Sink Drill @4.5 S1-C45 [ —
Counter Sink Drill @5.0 S1-C50 L =
Counter Sink Drill @6.0 $1-C60 o —

Counter Sink Drill @7.0 $1-C70 g ——

I Path Pin Name Code Pic.

MF Path Pin S1-PTP G S =]

42 Symphony 1| Surgical Kit
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| Drill Stopper Name Code pic.
-
Drill Stopper L6 S1-ST6
—
Drill Stopper L8 S1-ST8 prEEy
-
Drill Stopper L10 S1-ST10 1y
Drill Stopper L12 S1-ST12 .
ks
Drill Stopper L14 S1-ST14 =

| Parallel Pin

Name Code Pic.
Parallel Pin S1-PAP e ——
| Fixture Adapter Name Code Pic.
Handp’ece Fixture Adapter H/P S S1-FAHP-S B
Fixture Adapter H/P L S1-FAHP-L e SR
I Hex Dr"ver Code Code Pic.
for RatChet Ratchet Hex Driver/S 1.28 S1-RHD-128S "E—-—
Ratchet Hex Driver/L 1.28 S1-RHD-128L N
: Cod. Code pic.
|Hex Driver ode ie
for Hand Hex Driver H1.28 L26 S1-HDH128 — —

Symphony 1| Surgical Kit 43
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| Fixture Ratchet
Adapter

| Drill Extension

| Depth Gauge

| Rachet 70N/cm

Symphony 1| Surgical Kit

Code Code Pic.
Fixture Ratchet Adapter S S1-FRA-S U p——e
Fixture Ratchet Adapter L ST-FRA-L &
Code Code Pic.
Drill Extension S-DE = w0
Code Code Pic.
Depth Gauge S1-DG T
Code Code Pic.
Rachet 70N/cm S1-R70N



Symphony 2 Surgical Kit
Tissue Level Non-Submerged Type (Stopper Kit)

Tissue Level Non-Submerged Type
Stopper Kite
Used for Symphony 2 implant

i e

:

|9:@:9 .

9:9:!
-

_.- (II!

| Star Driver for Ratchet EX/Short S2-SDR-E/S
Star Driver for Ratchet Short S$2-SDR-S
- Star Driver for Ratchet Long S2-SDRL
Holding Key S2HK i O J—
Ratchet (Non-Socket) ~ S2-RNS E
Final Drill 93.3 S$2-D33
Final Drill @4.1 S2-D41
Final Drill 94.8 S2-D48
S =2
i
Side Cut Drill 2.0 $2-D20
First Drill 92.2 S2-D22
P . e - WML S . NP .. o o
F R -
Drill Extension S-DE

- 000 ®

Orill ‘.;.q’:;wr

Symphony Kits t\\\\\‘

Star insert Driver for Handpiece — Short S2-SDH-S
Star insert Driver for Handpiece — Long S2-SDHL
Star insert Driver for Handpiece - EX/Long S2-SDH-E/L

Fixture Driver for Ratchet Short Body S2FDR-S
Fixture Driver for Ratchet Long Body S2+DR-L

1

A
il

Solid Adapter L19  S2-SA19

Ratchet Adapter -EX/Short S2-RA-£/S
Ratchet Adapter — Short S2-RA-S
Ratchet Adapter -EX/LONG S2-RA£/L

'R

Depth Gauge 92.2 S2-DG22
Depth Gauge 92.8 S2-DG28
Depth Gauge 93.5 S2-DG35
Depth Gauge 94.2 S2-DG42
\ | At
w KRR N i
- i 4 | \ [
: Drill Stopper L6 S2-ST6 "
i " Drill Stopper L8 S2-ST8 3 .
- - ;:” Z:Z; zz'? g;:;:ﬁ:‘;’ Drill Stopper L10 s2-sT10
Ta" Dritl 4.8 S2.TAP4S Drill Stopper L12 s2-sT12 Profile Drill 93.3 s2D33
P - Drill Stopper L14 S2-T14 Profile Drill 94.1/4.3 S2-PD41
Drill Stopper L16 $2-5T16 Profile Drill 94.8 S52-PD48

Handpiece Adapter -EX/Short S2-HPA£/S
Handpiece Adapter — Short S2HPA-S
Handpiece Adapter -EX/LONG S2-HPA-E/L
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| Guide/Side Cut
Drill

| Fixture Final
Drill

| Depth Gauge

| Profile Drill

| Drill Extension
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Name Code Pic.
Guide/Side Cut Drill 2.0 $2-020 s nee
First Drill 02.2 §2-D22 i e

Name Code Pic.

Fixture Final Drill @3.3 $2-D33 ==
Fixture Final Drill @4.1 S2-D41 n==m
Fixture Final Drill @4.8 S2-D48 B

Name Code Pic.

Depth Gauge @2.2 S2-DG22 - ede bl

Depth Gauge @2.8 S2-DG28 watichelollladelory =t
Depth Gauge @3.5 $2-DG35 O B B & e B
Depth Gauge @4.2 $2-DG42 R

Name Code Pic.

Profile Drill #3.3 S2-PD33 ey
Profile Drill @4.1/4.3 S2-PD41 = ——
Profile Drill 4.8 S2-PD48 =;i}

Name Code Pic.

Symphony Drill Extention S-DE —
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I Ta p D r i l l Name Code Pic.

Tap Drill @3.3 S2-TAP33 sl

Tap Drill @4.1 S2-TAP41 ‘ o P

Tap Drill @4.8 S2-TAP48 ‘Hai-Mf S L

| Drill Stopper Name

Code Pic.
Drill Stopper L6 A
S2-ST6 =Gy
Drill Stopper L8 ——
S2-ST8 pesigng
Drill Stopper L10 ——
S2-ST10 =y
Drill Stopper L12 -
PP S2-ST12 -
Drill Stopper L14 69-5 2
-ST14 g
Drill Stopper L16
S2-ST16 -
° Name Code Pic.
| Hand piece
Adapter Handpiece Adapter - EX/Short S2-HPA-E/S —
Handpiece Adapter - Short S2-HPA-S ———
Handpiece Adapter - EX/LONG S2-HPA-E/L g
I R a tc h et Name Code Pic.
Adapter Ratchet Adapter - EX/Short S2-RA-E/S = -
Ratchet Adapter - Short S2-RA-S '(;_“_,
Ratchet Adapter - EX/Long S2-RA-E/L é__w
o Ll .
| Fixture Driver Name Code pie.
Fixture Driver for Ratchet Short Body ~ S2-FDR-S o
Fixture Driver for Ratchet Long Body ~ S2-FDR-L Hme—
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| Solid Abutment
Driver

| Star Driver for
Ratchet

| Star insert Driver
for Hand piece

| Holding Key

| Ratchet
Non-Socket
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Name Code Pic.
Solid Adapter L19 S2-SA19 =
Name Code Pic.
Star Driver for Ratchet EX/Short S2-SDR-E/S e —
Star Driver for Ratchet Short S2-SDR-S Z;w
Star Driver for Ratchet Long S2-SDR-L E}
Name Code Pic.
Star insert Driver for Handpiece - Short S2-SDH-S - = =
Star insert Driver for Handpiece - Long S2-SDH-L r— s
Star insert Driver for Handpiece - EX/Long S2-SDH-E/L ——
Name Code Pic.
Holding Key S2-HK &hﬂ )
Name Code Pic.
S2-RNS %

Ratchet (Non-Socket)
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Symphony Prosthetic Kit

About Symphony Prosthetic Kit

Al System Prosthetic Kit consists of variously sized prosthetic
drivers compatible with most prosthetic hand adapters and ratchets

50

i According as your implant system, =
--------- : any surgical tool is stored in the case.
i (Drivers for machine etc.) Ratchet

T

Hand adapter

O 1.2 Short 1.27 Short ECK for Black star for yellow star

O 1.2 Long 1.27 Long ICZfor Black star for yellow star
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Symphony All Surgical Kit

About Symphony All Surgical Kit

The exceptional sharpness of All Surgical Kit Drill minimizes
needless bone loss and helps inserted fixture get better
Fixation by penetrating into hard bone swiftly

All Surgical Kit Stopper is easy to use and guarantees accurate
drilling at all times

All Surgical Kit consists of variously sized drills and drivers
which cover most implant systems around the globe

The compact size of ALL Surgical Kit allows you to get easy
access to various sterilization equipments

L a Z
7 E 5 J
3 i ﬂ’l Guide drill S3-D20
'1 Final drill @2 S3-D22
Final drill @3 S3-D30
| Final drill #3.6 $3-D36 :
i Final drill @4.1 $3-D41
i ¥ Final drill @4.6 $3-D46 i
! Guide/Side 2.0 3.0 3.6 4.1 46

i cutDrill

Drill extension

i 5000000

1154:05.....] 13405...... 15405,

£ Symphony
Hand Adapter Ut [ L
""""" R Adapter 1.20 1 270

: e

t

, . > .J :

8 R | M ME A=

01.2 Long 1.27 Long ICZforBlackstar for yellow star 7+0.5 8.5+0.5 10+0.5 11.5+0.5 13+0.5 15+0.5 ~  i====---- i

Drill Stopper L7 S3-ST7
Drill Stopper L8 S3-ST7
Drill Stopper L10 S3-ST7
g g w Drill Stopper L12 S3-ST7
= & Drill Stopper L13 S3-ST7
Y O1.2Long 1.27 Long EczforBlackstar for yellow star . Drill Stopper L15 S3-ST7
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| Diameter 0 3.6 [ : ﬂ

¥ '
| ‘
5 ;
a ; -
Bone Densi First Guide Drill ~ Second Guide Drill Final Drill Counter Sink Drill Implant Placement
- ity 620 026 @36

b4 > > >
D2&D3 > > > >
ot > > > > >

| Diameter @ 4.0 i

First Guide Drill Second Guide Drill Final Drill  Final Drill  Counter Sink Drill  Implant Placement
Bone Density 220 036 636

@26 @36 a40
D4 b

S b
aos P > > > » S
o1 < > > > » >

o S

| Diameter 9 4.5

¥

A

1

¢ .
- o First Guide Drill  Second Guide Drill ~ Final Drill Final Drill Final Drill Counter Sink Drill Implant Placement
Bone Density @36 @40 B40 B45

TR S S . »
D2&D3 > B > > >
s > > > > > > >
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| Diameter @ 5.0

| Diameter @ 6.0

| Diameter @ 7.0

Symphony Protocol c\\\\\'

Ayt i

A

- First Guide Drill Second Guide Drill Final Drill  Final Drll  Fimal Drill  Final Drill Counter Sink Drill Implant Placement
Bone Density 220 826 @36 @40 ©40 ©50 @50 850

z > > b b > 3
I S N N o
o > > PP P> > »

N

First Guide Drill Second Guide Drill  FinalOrill  Final Drill - Final il Final il Counter Sink Drill Implant Placement
Bone Density @20 626 036 ©40 0G40 050 960 060
D4 > > b >

>
D2 &D3 =9 | 2 }”’ >
> > > > p

. First Guide Drill Second Guide Diill - Final Drill  Final Drll  Final Ol Final Drill  Final Drill  Counter Sink Dl implant Placemant
Bone Density 020 226 @36 040 040 ©50 670 060 060

o > > b bbb b
T S S S S . S
o > > P PP PP > b
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| Diameter 0 3.3

-

3
0 -

7
| '

. sy

o GuiltderSiche Cut Drill Final Drill Prafile Drill Tap Drill Implant Placerment
Bone Density @20 B33 B3 033 a48

D4 > > >

3
CTCI S S > -
o > > » > > »

-»
.
| Diameter 0 4.1
.
i} . . .
B I’ i ¢ 3

e i B

Bone Density Gude.'%dzegulﬂnl\ Fit:;uéﬂl n::\!l?:m Fu;n‘nlull no‘;uLnnn r%p4n‘ri| ,.,,‘,.E.,Bp':f,;mgm

o > > > b >
02803 > B > = !_‘
D1 > > > > > » >

| Diameter 0 4.8

e
=

[
- p -
0
¥
Guide/Side Cut Drill Firat Drill i Final Drill Fal Drill Profile Dvill Tap Dyill Implant Placernent
Bone Density @20 822 @A @ 4B @48 048

D4 >
D2&D3 >
D1 =S

> b >
> > b >
> > >

vvY
vvyv i
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